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Veljekset Ala-Talkkari Oy

Case basic information 
Heat plant owned by Veljekset Ala-Talkkari Oy. The 
heat plant is in Hellanmaa industrial park in Lapua. 
Heat entrepreneur Mikko Palomäki, from Lapua, is 
responsible for plant maintenance and delivery of 
fuel to the plant. 

Agriculture is the entrepreneur’s primary business 
sector, with wood chip production and delivery to 
customers, as well as the sale of heat as secondary 
business sectors.

The heat plant was completed in 2005.

A contract for heat plant maintenance and wood chip 
delivery to the plant was made in 2005.

The site heats the factory and offi ces owned by 
Veljekset Ala-Talkkari Oy.

The customer’s average heat consumption is 
approximately 1200-1300 Mwh a year, the 
production of which requires approximately 
1400 – 1500 cubic metres of forest chips. During 

maintenance shut downs and possible disturbances 
approximately 2000 litres of light fuel oil is used a 
year.

Heat Plant
A container style heat centre of 500 kW, that 
was ready made and equipped at the factory, was 
acquired as a heat plant from Ala-Talkkari Oy.

The highly automated heat plant mostly operates 
unmanned. The heat plant can be controlled by 
computer or mobile phone. The heat plant chimneys’ 
are cleaned by compressed air.

Ash that collects under the grate is moved directly to 
an ash pan outside by a screw conveyor. 

With the heat plant there is a wood chip store, which 
is sized 35 cubic metres. The wood chip store is in the 
same building as the boiler room.

There is an agitator on the fl oor of the chip store 
which moves the fuel to the principal screw conveyor 
and so to the boiler.

The old oil boilers remain as a backup system in their 
own technical area. The oil boilers are only used 
during maintenance and disturbances.

Forest chips are used as fuel. A local forest 
management association supplies the heat 
entrepreneur with forest chips. The services of 
local chipping sub-contractors are used in making 
the chips for fuel.  There are storage facilities for 
temporary storage at the heat entrepreneur’s home, 
approximately 5 km from the heat plant, where chips 
are delivered according to the usage requirement of 
the heat plant. 
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